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Techniclic ©, YOUR SYSTEM FOR 

CLADDINGS, WALLS AND CEILINGS COVERING

IN WOOD WITH INVISIBLE FIXATION. 



Available in 3 widths, the 
Techniclic © system gives 
you many possibilities.

Outdoor and indoor on 
cladding, walls and ceilling.

A VETEDY WORLDWIDE EXCLUSIVE INNOVATION.
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THE + OF THE SPACERS
4 possible spacings ( also mixable )
Contemporary effect / modern
Ventilation of the cladding
Accentuation of the openwork character

THIS IS HOW TO INSTALL THE 
Techniclic© CLADDING

THERE ARE 4 POSSIBLE SPACES 
BETWEEN EACH PLANK

TWO POSSIBLE WAY OF INSTALLATION

> Classic configuration
    with 6mm space

> 10mm space

> 20mm space

> 30mm space > Vertical installation > Horizontal installation

FINALLY, MIX EVERYTHING !
It is possible to mix:

•  all the board widths: e.g. : 60-100-140-100-60mm...

•  all spaces: e.g. : 6-10-6-10-20-10-6-10-6...

•  all board with combined to all spaces: e.g. : 60-6-100-10-140-6-100... etc.

Over 200 different combination with a single product !

A SYSTEM FOR CLADDING WALLS AND CEILINGS 
IN WOOD USING INVISIBLE FIXATION

LAYOUT OF 
THE WORLDWIDE
PATENTED 
SYSTEM

Your own personalised 
design.

This simple concept will save you a significant amount of installation time over traditional systems. The cladding 
board, available in a variety of native species and in three different widths, is affixed to the Techniclic © clip which in 
turn slides into the notched bases. This system provides an unparalleled level of precision and gives a perfect result 
every time.

Thanks to the Spacer, a simple accessory which is simply 
clipped on the fixation, it is possible to widen the gap 
with 3 different sizes.

CHECK 
www.vetedy.com

@vetedy_official

Faster installation than usual system

Invisible fixation (no visible screws)

Available in 3 board widths: 60, 100 and 140 mm

Open joint system allowing ventilation

Fixation in ultra resistant composite material

Easy removing and replacing of a wooden board

Wooden board jointing to the milimeter

No contact wood against wood


